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Chapter 1 Software Instruction

1.1 Summary
This is a Central Control Software with powerful function and Distributed Architecture, integrate many windows,
users ,languages, bidirectional Talk, video conference, Classic of electronic map, alarm center, be compatible with Other

extended products and single directly connected devices surveillance system as one.

This software is only for connecting DVR, the manual only describes the software, for specific equipment features, please

refer to related product manuals.

1.2 Features
1.2.1 User and Authority management.

Support N level organization management, user management and authority setup.

1.2.2 Data interface technology adopted.
All dates adopt data interface technology, so it can support every database sizes very Flexibility, such as SQL, MYSQL, and

XML data and so on.
1.2.3 Support EXCEL edit to add device.

The platform support the user adopt Excel to add and edit devices, it’s very convenience for user to maintain quantities of
devices, improve system's usability and greatly reduce many works for maintenance

1.2.4 Intelligent Video Transport Protocol.

Intelligent Video Transport Protocol can do Maximize the use of network bandwidth, especially on the condition of
Front-end network bandwidth limited, when to assure system based on high quality Image in very low network bandwidth, it
can work well.

1.2.5 Scalable distributed network architecture.

Support multi servers running Coordinated, Intelligent load balancing, Flexibility to add server and Enhance the system
capacity Effectively on the condition of Integrity assurance.

1.2.6 Perfect video monitoring.

While real time monitoring, system support alarm, recording, auto monitoring record, playback and so on, it can exactly
control each channel recording status.

1.2.7 Dynamic regulation decoding buffer.

Flexibility in adjusting the fluency/real-time of video images when real time monitoring which can meet different user’s
need.

1.2.8 Adopting shelf technology

Modular Development and flexibly assembled applications.

1.2.9 Central management.

Centralized management of data throughout the system and Forwarding of data to provide the perfect multi-user real-time
monitoring program. Remote users can real time monitor, record and playback through network.

1.2.10 Easy operation

In access control, Users can easily control and set each monitor point through the system, it also could integrate E-map.
1.2.11 High integration level

The system integrates other related in formations, like Alarm and Voice etc...

1.2.12 High reliability

The system designs a special Fault tolerance measures to assure data Integrity and system running dependability.

1.2.13 Good scalability



The system designs for Service, has good Scalability and Adaptability to maximally protect user investment.
1.2.14 Support Network management and load balancing.

1.2.15 Support multi devices upgrade volume via network.

1.2.16 Support User DIY interface and multi languages.

1.2.17 Support 4 channels real time playback.

1.2.18 Support connecting multi devices and view many videos (real time monitoring and playback)
1.2.19 XML data storage

Chapter 2 Installation instruction

2.1 Environment request of running
2.1.1 Hardware.
CPU P4/2.0G

Graphics must support hardware scaling (such as ATI, TNT2 and PRO, but suggest ATI9800 or above, dual channels,
Memory (over 128M)/128bit
Note: it needs good configuration for memory, graphics and CPU If many screens need to be decompressed.
Netcard: 100/1000M
2.1.2 Software.
This CMS can run under Vista, Win XP, Win2000, Win2003 and Win2007, it's not suggestion for windows 98.
Please close all Antivirus Software and firewall so that it can write running program correctly and completely in the control

center before installing the software, or it will not search any devices.

2.2 Installation step
2.2.1 Find " CMS_Eng_V1.0.0.2.T.20110722.exe " in the CD and run it like below picture.

Welcome
felcome to the installer for CMS .

It is strongly recommended that you exit all
findows programs before continuing with this
installation.

If you have any other programs running, please
click Cancel, close the programs, and run this
setup again.

Otherwise, click Next to continue.

I Hext > | l Cancel ]

2.2.2 Click "Next", then go to the below picture.



B8 CES Setup X

Installation Folder
Where would you like CMS to be installed?

The software will be installed in the folder listed below. To select a

different location, either type in a new path, or click Change to browse for
an existing folder.

Install CHMS to:

L \Program FilesCNS | [ T,

Space required: 14.6 ME
Space awailable on selected driwe: 25.97 GB

[ 4 Back ] | Hext > | [ Cancel ]

2.2.3 Click "Next", then choose the available user for this shortcuts like below picture.

Shortcut Folder

Where would wou like the shortcuts to be installed? ; l

The shortcut icons will be created in the folder indicated below. If wom
don’' t want to use the default folder, wou can either type a new name, or
select an existing folder from the list.

Shorteut Folder:
|cns v

(5) Install shortcuts for ewrrent user only
() Make shortcuts available to all users

B CES Setup

Ready to Install
You are now ready to install CMS

The installer now has enough information to install CMS on your computer.

The following settings will be used:
Install folder: C:\Program FileshCMS
Shortcut folder: CHS

Please click Next to proceed with the installation.

[ < Back ] I Hext > I [ Cancel ]

2.2.5 Click "Finish" to end the setup, at the time it will come up this icon in the desktop e

Please follow Chapter 3, 4, 5 instructions to operate this software after finishing installation.



2.2.6 Login

DVR &

User Mame super

Passwaord
[ Save Password [ Auto Login
Login Cancel

The default user name is super, and default password is blank (no need to enter). You can choose to save the
password and auto login when next time you open the software.

After the loading is finished, the main menu will display.

Loading...



Chapter 3 Introduction of basic functions

3.1CMS Operation Main Menu

Double click the device name to login the device, and then right click to choose to view the video.
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3.1.1 Device display area
In this area, you can preview live screens by device and super account administrator setting, click device name or channel

group to change channels.

3.1.2 Operation area

You can preview live screens, and setup parameters when system configuration and video searching in this area.
3.1.3 Time

3.1.4 Video disk status area
It can display the rest disk spaces where video files store
3.1.5PTZ
3.1.6 Operation log
It will display alarm and operation information when setup and operating.
3.1.7 Menu Area

Users could set single menu and sub-menu in this area, select relevant menus to operate video surveillance system in the
control center.



Diagram 1 Menu Configuration

No. | First Menu | Second Third Function & Instruction Operating
Menu Menu right
Click preview button "Monitor" to choose a preview of | Admin/User
1 Preview the screen, touring & switching among all channels and
snapshot pictures of the screen. Shut down/open
preview menu
Controlling the speed cameras to go up, down, left, right | Admin/User
2 PTZ and stop by operating panel, adjusting speed, zoom,
focus, iris and auto pan, preset and tour.
3 Color Set brightness, contrast, saturation and hue for video | Admin/User
screen
4 Device Add zone Add zone for all devices Admin/User
manager Add Add video surveillance devices Admin/User
device
5 Modify Modify device name, ip address, user name and | Admin/User
password
6 Delete Delete video surveillance devices Admin/User
Local Base Select disk, disk list and logs maintenance Admin/User
7 System . .
Config config
3 Alarm Enable audio activated by alarm Admin/User
setting
9 Account Group Add and delete users' operating rights Admin
10 User Add, delete and manage users: Admin
Set user name, password and operating rights of menu
11 Local Log Search alarm log and operation log in set time area. Admin/User
12 Playback Search record file and playback Admin/User
13 Record Record Set record time for every day Admin/User
Plan
14 Decoder Set DVR and decoder Admin/User
15 Advance Map Using this map,it can visually show every cameras | Admin/User
location and find current monitoring page directly




Chapter 4 Monitor

In the menu area, click "Monitor”, it will turn to preview screen.
Monitor functions: Preview, PTZ and video specification configuration.

4.1 Preview
Diagram 2 Functions and instructions of preview
No. Button Meanings
1 click it to preview full screen for every channel
2 —— click it to preview 4 screens
3 NN click it to preview 9 screens
4 HH click it to preview 16 screens

5 click it to preview 25 screens
6 click it to preview 36 screens
7 click to to preview 64 screens
8 1 click it to enter full screen interface

4.2 Right-click Menu
At operating area, user can do below operation by right-click:
Window:1 l

Close window
Close all window
Audio

Local record
Snapshot

Start talk
Dewice config
Calor Setting
View Full

Close window: close the current screen

Close all windows: close all the current screens

Audio: click it and hear the voices from preset screens

Local record: click it to record at current channel and save the record at the relevant disk.
Snapshot: Capture pictures from current channel at any time and save it to relevant disk.

Start talk: start the bi-direction talk.



Device config: click it and go to device configuration interface.
Color Setting: adjust the color setting of the video.

View Full: Enable full view mode.

4.3 PTZ Control

When speed cameras are connected with DVR, user can control it at this center, turn up, down, left and right, stop
running, adjust turning speed, zoom, focus and iris, preset and tour configuration. When user enable touring function, the speed
cameras will tour according to preset.

Function:

No. Button Meanings

1 - Q ﬁ
i . means "turn", means "stop turning"

2  —— Drag this pole to adjust speed rate
3 @ Zoom e Click + to zoom in; Click - to zoom out
4 @ Foc;us__;@ Click + to focus in; Click - to focus out
5 @ g Click + to iris it; Click - to iris out
Preset Set a location for the preset, calls the preset points, PTZ automatically turns to the
7 .

= _t — setting position, add, delete and config preset point

Tour Multiple preset points connected tour lines, call touring between points, the PTZ

8 |7:] <NER
‘ L_!__ run around on the line

4.4 Color

No. Button Meanings
1 —H Brightness
2 y ] —t Contrast
3 o — Saturation
4 ¢ —Uu ] Hue

Picture 4-3 Color

Default

Note: Click to resume Initial values



Chapter 5 System

5.1 Device manager

5.1.1 Click to add zone, see below:
Zone
Up Zone
5.1.2 Click to add device, see below picture:
MO, | IP address Port
D 1 7 aral 7
Oz 19z.168.1.227 34567
Os 19z.168.1.227 34567
O+ 19z.168.1.219 6001
Os 19z.168.1.219 8001
Oe  19z.168.1.219 6001

IP Search | EditDevice

|192.168.1.22?

Dervice Mame

LoginType v IP Address | Domain [ SeriallD

IP Address | 192 168 . 1 .27

|3455? |adn-.in

Port User Mame

Password | Fone |TBSt

o4 | Zancel |

IP Search: You can click it to search out the device in the LAN automatically.

Edit Device: Click to edit the device information that you search out.

Device Name: You can enter any desired name of the device.

Login Type: It supports 3 kinds of login method: IP address, Domain, Serial ID.

Domain: Domain name by external network such as xxxx.3322.org; xxxx.dyndns.org; xxxx.oray.org etc...
IP Address: IP address

Port: TCP port

User Name: User name of the DVR

Password: Password of the DVR

Click "OK" after you have done above parameters, the device will display in the device area, see below picture, you can only
double click to open the device.



Dewvice v

Test
2192.168.1.22?

i
£ CAMOZ
£ CAMO3
£ CAMO4
£ CAMOS
< CAMOS
£ CAMO7
< CAMOS

Note: Choose only one of Domain name and IP address

4 +
2
5.1.3 Click to modify device,see below picture:
Qﬁ

no. | IP Address Part

IP Search EditDevice

Device Marme

LoginType ¥ IP Address [ Domain I SeriallD

IP Address | 192 168 . 1 219

|6UU1 |admin

Pork User Marne

Password | Zone |T85t

oK | Cancel |

After finishing all the modifications, click "OK"

5.1.4 Delete device

Choose the devices which you want to delete, then click

Note: Please make sure the device is disconnected before modifying and deleting it.

5.2 Local Device
5.2.1 Base Config

See below picture:



%)

Alarm Setting | DDMSConfig

Record Set

[ Owerwrite Lerqgth ] Min Alarm Record Length 10 Sec

Diisk. Lisk

Starage Total Size(ME) | Used Size(ME) | Free Size(ME) | Free Percent
D i 430350 21446 26554 % 55
D oY, 63505 25192 35613 % 55
DE:'II 62103 So7e2 11321 % 15
D il 54503 39522 24951 S 35
<

Log Maintence

Alarm log keep davs a0 - [v Show alarm log

Cperation log keep davs 30 -

[~ Aukomatically connet with the last monitoring channel

Picture DIR.

Record DIR

[+ Aubomatically expand channel after connected

|C:'|,Prngram FilestZMS\Picture

Brows

|C:'|,F‘ru:|gram Files\CMS\Record

| Save local record as AvI

Sync kime with PC

|Never

‘ersion Info

Wideno: 1.0.0.4

Decoder: 2.0.0.0

Device Config: 2.0.0.4

Language

[~

| Run On Startup

English

[

Met: 2.0.0.6

Plavback: Z.0.0.4

[ Auko Login

Build Dake: Jul 22 2011 15:25:20

Apply

Overwrite: Click it, and it will cover the old records when HDD is full

Length: Time length for 1 record file

Alarm Record Length: Time length for alarm record

Disk List: C, D, E, F

Log Maintenance: Alarm and Operation log keep days

Picture DIR: Picture storage location by snapshot

Record DIR: Record storage location by local recording

Sync time with PC: Adjusting device and PC in order to make both at the same time

Version Info: CMS's version (video, net, decoder, playback and device config)

Language: Choose language for CMS

5.2.2 Alarm setting

[[Bee ]
Brows



Base Config Alarm Setting DDNSCDnFig]

=¥ T?St I/Or Trigger l Yideo Mokion | Wideo Blind ] Yidea Loss I
38 197,168.1.219
Alarm Enable v
Alarrn Prammpt Sound N

Sound File Path |

Auko Wakch Warn I

—

Alarm port Video channel

=I- Alarm pork = CAM
=-192,168,1.227 +-192,168,1.227

Alarm portl

Alarm portz

Alarm ports

Alarm portd add <<

Alarm paortS

Alarm parté

alarm port?
Alarm ports

Del ==

:

Apply

Device list: Choose 1 device to set alarms

Alarm Enable: Click it to make sure all alarm functions available
Alarm Prompt Sound: Select any alarm prompt sound which you like
Sound File Path: Browse and choose prompt sound

Auto Watch Warn: Choose it to add following channels by alarm activated

. /O Trigger | video Mation | Video Blind | Video Loss |
Note: Please go to choose alarm type firstly

5.3 Remote Config

Select a device first, then set its configurations, see below picture:




%)

i Test
Z9(192.168.1.227

Remote Config

- Record
Record

— Alarm
Video Motion
Marm Input
Marm Output
Video Loss
Video Blind

—|- System
General
Encode
Hetwork
HetService
GUT Display
PTZ Config
RS232

— hdwanced
HOD Manage
Account
AutoMaintain
Tefault
Tpegrade
Reboot

- Info
HOD Infa
oG

Version

Channel
Compressian
Rezolution
FPS

Bit Rate Type
Guality

Bit Rate(kb/5)

| Frame Interval

Yideo/Audio

i -
H.264 A
D1[704x576] -

25 A
WBR A
Best A

o]

5.3.1 Record: Click Record to go into record interface

Set record length, period, type etc...see below picture:

&_6\

o Test

Remote Config
ERF=cord
Record

= Alarm
Yideo Motion
Al arm Input
Al arm Output
¥ideo Loss
Yideo Elind

—|- Sy=tem
General
Encode
Hetwork
HetService
GUL Display
PTZ Configz
RS232

= Adwanced
HOD Manage
Aocount
AutoMaintain
Defanlt
Tpgrade
EReboot

- Infa
HOD Infa
LaG
Yerszion

Channel Redundancy [~

Length B0 Min FreRecord |30 Sec

Record * Timng { Manual € Stop

ek Wed ~ Fegular  Detect

Period1 oo : 00 - 24 : 00 v v

Period2 oo : 00 - 24 : 00 I I

Period3 0D : 00 - 24 : 00 I I

Periodd 00 : 00 - 24 : 0O r r
Copy Faste Refresh ak.

Alarmn

1 71T

| Cancel |

5.3.2 Alarm: Click Alarm to go into alarm configuration.

Alarm activation configuration (motion detect, video blind, video loss and alarm in), see below picture.




Remote Config
—|-Record
Record
S Ao |
Video Motion
Marm Input
Marm Output
Video Loss
Video Blind
—-System
General
Encode
Hetwork
HetService
GUL Display
PTZ Configz
RS232
= Adwanced
HOD Manage
Aocount
AutoMaintain
Dafault
Tpegrade
Reboot
—-Infa
HOD Infa
oG

Version

i Tesk

5.3.3 System

Channel 1 -
Enable
Senzitivity Higher = Reqgioh Setting
Period Setting Interval 1 Sac
Alarm Qutput L Delay 10 Sec
Recod  [1 2/3(4|5/6/7]8]
Tour 1/2[3]4lsl6][7]8]
PTZ Activatior  Setting Delay 10 Sec
™ Show Message [~ Send Email
| Buzzer [ FTP

Copy Pazte Refresh 0K Cancel

Click System to go into system set interface.

General: Set system time, language, video standard, DVR No., auto logout and so on, see below picture.

%)

Remote Config
—|-Record
Record
—- Alarm
Video
#larm
#larm
Video
Video

Lem

i Tesk
e

Motion
Input
Output
Loss

Blind

Encode
Fetwork
FetSerwice
GUT Display
PTZ Config
RS232
—- Adwanced
HOD Manage
feceount
futoMaintain
Default
perade
Reboot
—-Info
HOD Info
LoG

Version

Suztem Time
Date Faormat
Date Separator
Tirne Farrmat
Language
HDD Ful

WA Mo

Video Standard

Auto Logout

Refresh |

|2m1- 727 j|11:13:29

oMM DD w| T opsT
24-HOUR -
ENGLISH
Owenarite -

DK|

=T

Cancel




Encode: Set DVR specifications of resolution, FPS, video quality etc...See below picture.

Eemote Config
o Test —|- Record
-] Record

| #larm Channel 1 -

Video Motion

Marm Input Compression H.264 hal

Marm Output

Video Lass Riesolution 01(704:576] = :l

Video Blind

—|- System FPS o5 -

General

| -
Hetwork Eit Fate Type BR -

HetService ) I——|
GIT Display  valiy Best =

FTZ Config

RS232 Bit Rate[kb/S] B O

— hdwanced

HOD Manage | Frame Interval 2 -

Account
AutoMaintain  Videotbudio W I r
Tefault
Tpegrade
Reboot

= Info Copy || Paste || Refresh || 1] 4 || Cancel
HOD Infa
LoG

Version

Network: Set IP address, port, DNS etc...in order to remote monitor by network and mobile, see below picture:

(%)

Remote Config
L Test —-Record
e Fecord

o =} Alarm Met Card Wwire Metcard = ™ DHCP Enable

Video Motion

Alarm Tnput IF Addiess | 192 . 188 . 1 . 227
W arm Output
¥ideo Lozs Subnet Mask | 285 . 285 0 X5 .0
Video Blind

- System Gateway | 192 . 168 . 1 . 1
General
Encode Uze DNS server address below-- e
Hetworlk
HetService Prirnary DMS | o0 .0 .0
GUT Display
PTZ Config Secondary DNS | g .0 .0 .0
RS232

= ”‘d"E;e;mge TCP Part E=TE HTTP Part CTE
QEEZEIntain MAL W: |E: E : |ﬁi F: W

Default I High Speed Download
Upgrade
Reboot Transter Policy [uality Prefered =
—|- Info
HOD Info
1oG Refresh | Ok | Cancel
Version




Net Service: Set IP filter, DDNS, Email etc...see below picture

Eemote Config
o Test —|- Record
ﬁ Record
— Alarm
Video Motion
#larm Input
W arm Output
¥ideo Loss
V¥ideo Blind
- System
General
Encode
Hetwork
HetServi
GUL Di=splay
FTZ Configz
RSZ232
= Adwanced
HOD Manage
Booount
putoMaintain
Default
perade
Reboot
- Infa
HOD Info
LoG

Version

IPFILTER
DDMS
EMAIL

MTP
PPFoE
wirelezs
tobile b onitor
UFNP

FTP

Wik
AlarmServer

ak. Cancel

CAM Name: Add or modify camera name by your need, see below picture

Remote Config
L Test —-Record
ﬁ Record
—- Alarm
Video Motion
#larm Input
W arm Output
¥ideo Loss
V¥ideo Blind
—|- System
General
Encode
Fetwork
Fetlervice

PTZ Config
RS232

—- Adwanced
HOD Manage

feceount

futoMaintain

Default

perade

Reboot
—-Info

HOD Info

LoG

Version

LAk 1 CARO Cakd 2
Cak 3 Cannz ok 4
Cak 5 Cakis Cakd B
CAM 7 CAMO7 Cam 8
Refresh Ok

CarMO2
CarO4

CAMOR
CAMOg

Cancel




PTZ config: Set PTZ parameters to make sure the same as speed cameras.

Remote Config
o Test |- Record
Sy Record

- Alarm Channel m

Video Motion

Alarm Input Pratacol FELCOD -

Marm Output
Video Loss ’17
Video Blind ~ *OCesS
—|-System
General Baudrate 9600 v

Encode
Hetwork Data Bits a -
HetService

GUT Display Stop Bits 1 -
PTZ Config
E5232 Parity m
—- Adwanced

HOD Manage

Account

AutoMaintain

Tefault

Tpegrade

Eebaot
= Info Copy Pazte Refresh Ok Cancel

HOD Infa
oG

Version

RS232: Set RS232 port configurations, see below picture.

Remaote Config

1 Tesk =-Record
ﬁ Record

I Al arm Function
¥ideo Motion Consols hd
#larm Input
#larm Output Baudrate 115200 -

¥ideo Loss
¥ideo Elind Diata Bits 2 -
—|- Sy=ztem

g:::;:l Stop Bits 1 -
Hetworlk )

HetSerwice Parity ,m
GUI Dizplay

FTZ Config

—- Adwanced
HOD Manage
Booount
putoMaintain
Default
Uparade
Rebuoot

5 Infa Refregh ok Cancel
HOD Info
LaG
Yer=zion




Advanced: Click Advanced to go into advanced interface.

HDD manage
Remote Config
ks Test - Kecord
ﬁ Record
= Al arm
Yideo Motion -
Alarm Input Index | Diisk. | Type | Status Read/write
Blarm Output 1 11 Fead \wiite Mormal
¥ideo Loss Read only
Yideo Elind
—|-System
¥ General Redundant
Encade
Hetwork Format Disk
HetService
GUT Display
PTZ Config Recover
RS232
|- Advanced Partition
Aecount
AutoMaintain Cancel
Defanlt
Tpgrade
EReboot
—-Infa hd
HOD Infa
LaG
Yerszion
4 >

Account: Modify User, group, password, add user, group etc...see below picture:

Remote Config
[ Test = Record
25 Record
= Alarm
¥ideo Motion
#larm Input
#larm Output
¥ideo Loss
¥ideo Elind
—| System
General
Encade
Hetwork
HetSerwice
GUT Display
PTZ Config
RS232
—|- Adwanced
HOD Manage
fecount
AdutoMaintain
Default
Uparade
Rebuoot
- Infa
HOD Info
LaG
Yer=zion

M odify User
Madify Group
Modify Pazsword

Add User
Add Group
Delete User

Delete Group
Refresh

Cancel

dd L

Mo | U zer | Group
1 admin adrnin
2 gueszt uzer
3 default uger
< >




Auto Maintain: Set Auto-Reboot time and files management, see below picture

Remote Config
o Test - Record
25 Record

= Alarm
Yideo Motion
Al arm Input
Al arm Output
¥ideo Loss
Yideo Elind

—- Swstem Auto-Delete Ol Files

General
Encode Mever :‘v
Hetwork
HetService
GUT Display
PTZ Config
RS232
— hdwanced
HOD Manage

Account

Auto-Feboot System

Ewery Tue j ot | 01:00 ﬂ

Refresh ak. Cancel

Yerszion

Default: Restore to factory settings

Remote Config
1 Tesk —|-Record
et Racord

= Alarm Please select zetting entries that you want to default
Yideo Motion
Al arm Input
Alarm Output Select all
¥ideo Loss
¥ideo Blind General

—|- Sy=tem
General Record
Encade
Hetwork
HetService
GUT Display
PTZ Config
R323Z

= hdwanced Account
HOD Manage

Account

Encode

Alarm Set

T etk MetService

B R I

GUI Digplay PTZ Canfig

1 1 1 1 1T

AutoMaintain

R

Tpgrade

EReboot
—-Infa

HOD Infa

LaG

Yerszion

Canicel




Info Click Info to go into system info interface, see below picture:

Remote Config
i Test = Record
et Racord
- Alarm SATA 1 2 3 4 65 B 7 8

Yideo Motion el el ol ol o o o
Al arm Input

Al arm Output

¥ideo Losz Index | Type | Capacity | Left Capacity | Status

Vidao Blind All - 931.51 GB 87212 GB

- Sy=tem 11 ReadMwiite 93151 GE ar2i12Ge Hormal
General
Encode
Hetwork
HetService
GUT Display
PTZ Config
RS232

— hdwanced
HOD Manage
Account
AutoMaintain
Defanlt
Tpgrade
EReboot

—|- Info £

LG QK Wiew recording times

Yerszion

In system info, there are HDD info, LOG and Version.




Chapter 6 Account

6.1 Group

Add, delete group and set group right, see below picture:

Group lUser I

Add Group | Delete Group |

administr ator w*| Right List
Admin - Mariitor

192.168.1.227
192.165.1.219

192.168.1.227
192.165.1.219

k
192.168.1.227
192.165.1.219

k
192.168.1.227
192.165.1.219

1
<]
—
m
Nl

K3LY

Logwiew

User Manager

Device Management
Mapitr|

Clignt Canfig

6.2 User

Add, delete user and modify password



administrakor




Chapter 7 Local Log

User can search operation log, alarm log and other logs by time, see below picture.

(%)
Log Tvpe |Operation j Eeqgin Time |2011' 725 j | 0:00:00 +
Operation |l ~|  EndTime | J |23:59:59 =
| | Log Expart |

] | Tvpe Date Device | Iser | Cescribe -~
1 System Op...  2011-07-25 15:50:41 super User:super Login
2 Yideo 2011-07-25 15:51:21 192.168,1.227 admin Connect successful
3 Systermn Op...  2011-07-25 15:51:26 192.168.1.227 admin Disconnect
4 Wideo 2011-07-25 15:51:27 192.168.1.227 adriin Conneck successful
5 Video 2011-07-25 15:51:29 192.168.1.227 admin Channel 1 Open OK
3} Playback 2011-07-25 16:15:09 192.168,1.227 adrin Remote CAML fides0i2011-07-25/001§10.39,30-1.,
7 Playback, 2011-07-25 16:15:12 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
g Playback, 2011-07-25 16:15:14 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
9 Playback, 2011-07-25 16:15:15 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10.45.00-1..
10 Playback 2011-07-25 16:15:17 192,165.1.227 admin Remote CAM1 fidealf2011-07-25/001/10.39.30-1.,
11 Playback 2011-07-25 16:158:23 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.39,30-1..
1z Playback 2011-07-25 16:15:24 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.39,30-1..
13 Playback 2011-07-25 16:15:24 192.168,1.227 adrin Remote CAML fides0i2011-07-25/001§10.39,30-1.,
14 Playback, 2011-07-25 16:15:25 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
15 Playback, 2011-07-25 16:15:25 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
16 Playback, 2011-07-25 16:15:25 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
17 Playback 2011-07-25 16:158:26 192, 168.1.227 admin Remote CAM1 fidealf2011-07-25/001/10.39.30-1.,
15 Playback 2011-07-25 16:158:26 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.39,30-1..
19 Playback 2011-07-25 16:158:26 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.39,30-1..
20 Playback 2011-07-25 16:158:26 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.39,30-1..
21 Playback 2011-07-25 16:158:27 192.168,1,.227 adrnin Rernote CAML jidea0j2011-07-25/001710,39,30-1.,
22 Playback, 2011-07-25 16:158:27 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
23 Playback, 2011-07-25 16:15:25 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
24 Playback 2011-07-25 16:158:25 192.165.1.227 admin Remote CAM1 fidealf2011-07-25/001/10.39.30-1..
25 Playback 2011-07-25 16:15:30 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001)14.45,00-1.,
26 Playback 2011-07-25 16:18:31 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001)14,15.00-1.,
27 Playback 2011-07-25 16:158:33 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§11.20,00-1.,
28 Flayback 2011-07-25 16:158:35 192.168,1.227 adrnin Rernote CAML fideadj2011-07-25/001710.39,30-1.,
29 Playback, 2011-07-25 16:158:35 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
30 Playback, 2011-07-25 16:15:36 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10,39.30-1..
31 Playback, 2011-07-25 16:158:37 192.168,1,.227 admin Remote CAML fidea0f2011-07-25/001/10.45.00-1..
32 Playback 2011-07-25 16:15:41 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001710.47.33-1..
33 Playback 2011-07-25 16:15:42 192.168,1.227 adriin Remote CAML fides0i2011-07-25/001§10.55.00-1.,
34 Plavback 2011-07-25 16:15:43 192.168,1.227 adriin Remaote CAML fidealf2011-07-25/001/10.55.00-1.. %
< >




Chapter 8 Record

8.1 Playback
There are 2 playback modes---Remote playback and Local playback.

Remote playback: Playback at Device-side.
Local playback: Playback at Client-side.

User could playback record files of any times, max playback channels is 4.
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0% 5072011 17:55:00-1800:000931
O3 25-07-2011 18:00:00-16:01: 1425 %
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Button instruction

1 > Play

2 LA Pause

3 L} Stop

4 ! Slow play
5 - Fast play

6 S Last frame
7 | 42| Next frame

8.2 Download & Backup
User could playback record files at set time and channels, select record fines, click "Download/Backup" and select "save

directory".



Note: Remote playback----Download

Local playback---Backup
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8.3 Record plan

Set your record plan on any clocks and days, see below picture:

(%)

P Test Plan Template
- Channel  |CAML - Al -
=
8197, 168,1,219 AlDay
5un g Empty
Man Ll
Tue Ll
Wed S
LR
Fri <=
—_— Edit Template
Sat ==
0] 4 g 12 16 20 29
| T T T T T T T T T T 1
sun [ T T T T T T T T T T 1
| T T T T T T T T T T {
Mon e e e R
| T T T T T T T T T T {
e  —— Y 7 1
| . T . T T . T T . T {
e — T 7 T
| . T . T T . T T . T {
| : T : T T : T T : T 1
Thu I T T T T T T T T T T {
| . T . T T . T T . T {
i | : T : T T : T T : T 1
Fri I T T T T T T T T T T 1
| . T . T T . T T . T {
| : T : T T : T T : T 1
S S— —
[ Rregular B Detect B alarm
Delete |

Edit Template, see below picture:



&"A

Edit Template Plan Template

Name |1 Reguar  Detect  Alarm "Day
Empty

e RO T TR TR v r

Periodz [0 o - o o - -

Period3 [0 . o -t o v - -

Period4 [0 ;o ~ et o v = -

Periods [0, [0 S T v r r

Peride 7 : 0~ [z o v - =

add | wopry | Delete

—T = T T

After set name, then click "add" and "OK"

Choose "channel" first, then go to set record time from Monday to Sunday.

B o Test Plan Template
o Channel  [cAM1 - Al 2
8192, 168.1,219 T a— AllDay

3un AllDay < Empky

Ian AllDay <-

Tue AllDay -

Wed 1 -

Thu

Fri

Edit Template

Sat
0] 4 g 12 16 20 29

s [ ——
| T T T T T T T T T T T {

T . A iiiPBP -P P
| . T . T . . T T T . T {

e [ ——
| T T T T T T T T T T T {

wed [ ———
| T T T T T T T T T T T {

.
| T T T T T T T T T T T {

i | . T . T . . T T T . T 1

Fri I T T T T T T T T T T T 1
| . T . T . . T T T . T {
| : T : T : : T T T : T 1

i . . S, S S S——

[ Rregular B Detect B alarm

OF | Delete |

Note: After set record plan, If it need to record, please make sure the below 3 points:
1. Choose disk for recording at Local config.
2. Make sure the device is connected to network.

3. Make sure local computer is always open.



Chapter 9 Advanced

It contains two options---Decoder and Map.

9.1 Decoder

It can manage and config remote decoder very easy, sees below picture:
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9.1.1 Add decoder

Right-click to add decoder, see below picture:

Mo, | 1P address

1P Search | EditDevice

Device Mame

LaginType Iv 1P Address ™ Domain [~ SeriallD

IP Address
admin
Part User Mame

Password

Device Name: Name of decoder, it is set by yourself
Domain: Domain name of decoder

IP address: IP address of decoder




Port: TCP port, default is 34567

User Name: Login name of decoder, default is admin

Password: Password of decoder

After you add decoder successfully, it will come out a "decoder" icon in this interface, right-click this icon to edit, delete and

set attribute.

Add Decoder
Delete Decoder
Edit Decoder
Reboat
Attribute

9.1.2 Edit

Right-click decoder icon to "edit decoder”, see below pictures:

NO. | IP Address

IP Search EditDevice

Device Mame

LaginType v 1P Address I~ Damain [~ SeriallD

1P Address 192 188 . 1 219

Port so0t User Mame adin
EEEa
Password

Ok | Cancel




9.1.3 Set decoder Attribute

Right click "Attribute”, see below picture:

Decoder |192.168.1.219

Channel 01 -

Decoder Channel Decoder Channel

Device List Device Mame Channel | InkervalSec) |
+-192,168.1.227 192,168.1.10 1 5
+-192,165.1.219

Cancel |

In the device list of left side, select 1 camera, then select 1 camera of right side, at last click "Add" in the center, for
example:

See above picture,

Decoder CAMO1 decode output for "home-CAM2"

Decoder CAMO02 decode output for "bank-CAM1"

Decoder CAMO3 decode output for "supermarket-CAM1"

Decoder CAMO04 decoder output for "car park-CAM4"

Delete decoder

Right-click to delete decoder

9.2 E-MAP

E-MAP is a plan for simulating live screen, user can use it to add & delete cameras and set e-map alarm activation, see below

picture:



v Edit Map Device Picture Ficture E dit

1. Click "Edit" first at the left bottom, then click "Picture Edit", see below picture:

%)

PFicture Name | Picture Path |

OK

2. Click "Add" to add picture, see below picture:



E® | Ma  Dws | Peos

3. After set picture name, description, picture path, then click "OK" back to main interface.

Click "Picture" and drag 1 picture to the right side, see below picture:
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4. Click "Device" to drag device's channel to the map, then the channel name will appear at the map, double-click it to

name and describe it.
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Appendix A Abbreviations

Abbreviation Full name Chinese meaning

CMS center manager system V) 28 AML A28 )

DVS Digital Video System s 1= #2490

PTZ Pan/Tilt/Zoom nERK

TCP/IP Transmission Control Protocol / Internet A4 1 B3/ LI B
Protocol

Appendix B Main parameters

Video Compression

H.264 main profile

Audio Compression G711A
Video Resolution D1/HD1/CIF/QCIF
Resolution NTSC 704 x 480
Display PAL 704x576
resolution Rate NTSC 30FPS
PAL 25FPS
Frame rate 30/25(NTSC/PAL) F/S
Video input BNC input
Audio input RCA input

Type of compressed code

Combine code

Rate of compressed code

32kbps ~ 2048kbps(adjustable)

Network Protocol

TCP/IP, static IP, DHCP , PPPoE

Net Interface

10/100M RJ45

PTZ protocol

Pelco-P/ Pelco-D/ Minking/ Linlin/ Neon/ Star/ Vido etc...

Remote Monitor

IE browse, CMS and Mobile




